Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product/ Region ) Percent Percent Percent
8/21/20 8/14/20 | Difference | 8/23/19 Change 8/24/18 Change 8/21/20 8/23/19 Change
Refiner Inputs and Utilization
Crude Oil Inputs 14,712 14,487 225 17,408 -15.5 17,566 -16.2 14,623 17,547 -16.7
East Coast (PADD 1) 616 586 30 816 -24.5 1,073 -42.6 595 856 -30.4
Midwest (PADD 2) ... 3,680 3,611 68 4,146 -11.2 4,087 -10.0 3,642 4,130 -11.8
Gulf Coast (PADD 3) ... 7,940 7,797 144 9,127 -13.0 9,185 -13.5 7,882 9,259 -14.9
Rocky Mountain (PADD 4) . 595 572 23 700 -15.0 605 -1.7 594 692 -14.1
West Coast (PADD 5) . 1,881 1,920 -39 2,618 -28.2 2,616 -28.1 1,910 2,611 -26.8
Gross Inputs ............... 15,290 15,082 209 17,906 -14.6 17,919 -14.7 15,146 17,972 -15.7
East Coast (PADD 1) 620 624 -5 818 -24.3 1,080 -42.6 630 859 -26.7
Midwest (PADD 2) ... 3,695 3,626 70 4,165 -11.3 4,090 9.7 3,656 4,145 -11.8
Gulf Coast (PADD 3) ... 8,355 8,201 155 9,460 -11.7 9,352 -10.7 8,215 9,521 -13.7
Rocky Mountain (PADD 4) . 596 570 26 702 -15.2 603 -1.1 593 695 -14.7
West Coast (PADD 5) . 2,024 2,061 -37 2,760 -26.7 2,794 -27.5 2,052 2,751 -25.4
Operable Capacity 18,641 18,641 0 18,802 -0.9 18,599 0.2 18,725 18,802 -0.4
East Coast (PADD 1) .. 889 889 0 1,224 -27.4 1,224 -27.4 973 1,224 -20.5
Midwest (PADD 2) ... 4,196 4,196 0 4,141 1.3 4,092 25 4,196 4,141 1.3
Gulf Coast (PADD 3) ... 9,983 9,983 0 9,876 1.1 9,762 2.3 9,983 9,876 1.1
Rocky Mountain (PADD 4) .... 698 698 0 687 1.7 683 2.2 698 687 1.7
West Coast (PADD 5) . 2,875 2,875 0 2,875 0.0 2,838 1.3 2,875 2,875 0.0
Percent Utilization? .... 82.0 80.9 1.1 95.2 —-— 96.3 - 80.9 95.6 -—
East Coast (PADD 1) 69.7 70.2 -0.5 66.9 —-= 88.2 - 66.0 70.2 —-=
Midwest (PADD 2) 88.1 86.4 1.7 100.6 -— 100.0 -— 87.1 100.1 -—
Gulf Coast (PADD 3) 83.7 82.1 1.5 95.8 -= 95.8 -— 82.3 96.4 -=
Rocky Mountain (PADD 4) . 85.4 81.7 3.7 102.3 —-— 88.3 - 84.9 101.2 -—
West Coast (PADD 5) 70.4 7.7 -1.3 96.0 —— 98.4 —— 71.4 95.7 ——
Refiner and Blender Net Production
Finished Motor Gasoline3 ....................cccoo........ 9,518 9,400 118 10,660 -10.7 10,237 -7.0 9,454 10,295 -8.2
Finished Motor Gasoline (excl. Adiustment)4 9,321 9,580 -259 10,326 9.7 10,103 1.7 9,312 10,291 -9.5
East Coast (PADD 1) . 3,003 3,041 -37 3,348 -10.3 3,271 -8.2 3,035 3,374 -10.0
Midwest (PADD 2) ..... 2,478 2,488 -9 2,709 -8.5 2,669 7.2 2,471 2,687 -8.0
Gulf Coast (PADD 3) .. 2,097 2,312 -215 2,262 -7.3 2,163 -3.1 2,090 2,236 -6.5
Rocky Mountain (PADD 4) ... 327 330 -3 360 -9.3 314 4.1 318 349 -8.8
West Coast (PADD 5) ... 1,416 1,410 6 1,648 -14.1 1,685 -16.0 1,398 1,646 -15.1
Reformulated? ... 2,828 2,880 -52 3,299 -14.3 3,335 -15.2 2,835 3,292 -13.9
Conventional* . 6,493 6,700 -206 7,026 -7.6 6,768 -4.1 6,477 6,999 74
Adjustment® 197 -180 377 335 -— 134 -— 142 4 —-—
Kerosene-Type Jet Fuel 904 1,028 -124 1,914 -52.8 1,991 -54.6 931 1,934 -51.9
East Coast (PADD 1) .. 15 12 4 95 -83.7 123 -87.4 14 111 -87.9
Midwest (PADD 2) .. 173 193 -20 291 -40.6 291 -40.7 185 295 -37.3
Gulf Coast (PADD 3) ... 454 517 -63 988 -54.1 1,032 -56.0 460 1,003 -54.1
Rocky Mountain (PADD 4) .... 35 32 3 37 =71 41 -14.7 29 39 -25.0
West Coast (PADD 5) .... 227 275 -48 503 -54.9 505 -55.0 243 486 -49.9
Distillate Fuel Oil ........... 5,122 4,742 380 5,193 -1.4 5,179 -1.1 4,890 5,224 -6.4
East Coast (PADD 1) .. 220 182 37 216 1.5 293 -25.0 196 245 -19.9
Midwest (PADD 2) 1,128 1,047 81 1,244 -9.3 1,131 -0.2 1,082 1,227 -11.8
Gulf Coast (PADD 3) ... 3,062 2,781 281 2,890 5.9 2,934 4.4 2,902 2,948 -1.6
Rocky Mountain (PADD 4) 188 195 -7 242 -22.1 194 -2.9 201 224 -10.5
West Coast (PADD 5) 523 536 -13 601 -13.0 627 -16.6 509 579 -12.0
15 ppm sulfur and Under 4,920 4,524 396 4,880 0.8 4,943 -0.5 4,649 4,921 -5.5
> 15 ppm to 500 ppm sulfur 113 160 -48 116 -25 49 130.7 142 116 22.8
> 500 ppm sulfur .... 89 58 31 198 -55.0 187 -52.3 99 188 -47.2
Residual Fuel Oil 189 197 -8 429 -56.0 387 -51.3 217 383 -43.2
East Coast (PADD 1) .. 33 35 -2 30 11.3 37 -10.0 32 39 -16.8
Midwest (PADD 2) .. 27 29 -2 43 -37.7 50 -47.2 31 44 -29.8
Gulf Coast (PADD 3) ... 56 58 -1 191 -70.5 188 -70.0 75 166 -54.7
Rocky Mountain (PADD 4) .... 13 13 0 12 7.9 14 -6.5 12 13 -7.5
West Coast (PADD 5) .... 60 63 -3 153 -61.0 98 -39.2 66 120 -44.8
Propane/Propylene® ..... 2,270 2,204 66 2,201 3.1 1,982 14.5 2,282 2,253 1.3
East Coast (PADD 1) .. 294 256 38 248 18.8 167 76.0 270 253 6.4
Midwest (PADD 2) 476 476 1 482 -1.1 526 9.4 493 507 2.7
Gulf Coast (PADD 3) ... 1,252 1,248 4 1,226 21 1,074 16.5 1,282 1,257 2.0
PADDs 4 and 5 247 225 23 246 0.6 215 14.9 237 236 0.7
Ethanol Plant Production

Fuel Ethanol 931 926 4 1,038 -10.4 1,070 -13.0 926 1,037 -10.7
East Coast (PADD 1) .. 12 12 0 26 -52.7 25 -50.7 12 24 -50.2
Midwest (PADD 2) 884 883 1 963 -8.2 991 -10.8 881 960 -8.2
Gulf Coast (PADD 3) 19 16 3 23 -19.1 23 -17.6 16 24 -31.0
Rocky Mountain (PADD 4) 7 8 -1 11 -41.0 11 -40.4 8 13 -35.5
West Coast (PADD 5) 9 8 1 16 -41.7 21 -55.4 8 16 -47.8

= Not Applicable.
~ = Data Not Available.

Based on the latest reported monthly operable capacity.

V¥ = Data Withheld.
2

Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.
Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol

3

and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

5 Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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